
made 
in 
Germany 1

Building Repair Work

BASIC
Bond Strength Tester 
ConfiTest 12 
Class 1 acc. to EN ISO 7500-1
Determination of surface tensile strength, 
tensile adhesive strength and pull-off 
strength of concrete, mortar, plasterings, 
coatings, etc.
Advantages:
•	constant, bumpless load increase
•	mobile device 
•	low weight
•	battery-supplied
•	e.g. for self-checking
•	new type of manometer
•	direct display of N/mm² or kN
•	3 tension plate sizes selectable  

(Ø 20 mm, Ø 50 mm, 50 x 50 mm)
Technical Data:
•	force: 	 12	 kN
•	readability:	 0.01	 kN
•	measuring area:	 1.2 - 12	 kN
•	display area:	 0 - 12	 kN
•	measuring area:	 6	 N/mm²
•	display area:	 0 - 6	 N/mm²
•	weight (only equipment):	4.6	 kg
•	weight (with case):	 7.5	 kg
Standards:
DIN 1048-2, 	EN 1542 (1999),  
EN12618-2 (2004), 	EN 13395-4 (2002),	
EN 13892-8 (2003), 	ZTV-ING (2003),	
ZTV-SIB (1990), DAfStb-Rule, SIA 2002, 
BEB-leaflet
Scope of Supply:
•	bond strength tester ConfiTest 12. 

with digital manometer
•	test plate 50 mm
•	tension bolt
•	carrying case
•	operating manual
•	charge cable
•	calibration certificate 
Order-No. B3060-V23
Accessories (optional):
•	test plates Ø 50 mm, Alu 

Order-No. B3049
•	test plates 50 x 50 mm, steel 

Order-No. B30496
•	test plates Ø 20 mm, steel 

Order-No. B30493
•	diamond drill bit with adapter for  

SDS connection  
Order-No. B3043

•	adhesive kit 
Order-No. B3062
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FORM+TEST Seidner & Co. GmbH
Zwiefalter Str. 20 • D-88499 Riedlingen
phone: +49 (0) 7371 9302-20 • fax: -99

www.formtest.de
sales@formtest.de


